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BASIC-ABSTRACT: 

Material consists of a preconsolidated nonwoven made of 
synthetic fibres and a 

preconsolidated nonwoven made of mineral fibres. The 
nonwovens are joined 

through needling. The nonwoven consisting of mineral 
fibres contains 

longitudinal reinforcing yarns made of a mineral material . 

The material can consist of a 28 0 g/m2 polyester nonwoven 
and a 50 g/m2 

nonwoven with 550 dtex reinforcing yarns. The 
longitudinal/ transverse 

dimensional change is -0 . 26/ + 0 . 01% . The reinforcing yarns 
alter the mechanical 

properties of the laminated material only insignificantly. 

ADVANTAGE - The incorporation of reinforcing fibres in 
nonwoven consisting of 

mineral fibres improves the dimensional change in the 
transverse direction by a 
factor of 20-30. 

ABSTRACTED -PUB -NO: EP 242524B 

EQUIVALENT-ABSTRACTS : 

A laminate composed of a preconsolidated synthetic fibre 
web and a 

preconsolidated mineral fibre web, which are bonded to each 
other by needling, 

the mineral fibre web containing longitudinal reinforcing 
yarns made of a 
mineral material . 

US 4755423A 

A laminate, having improved dimensional stability and fire 
resistance, 



comprising the combination of a preconsolidated synthetic 
fibre web (I) and a 

preconsolidated mineral fibre web (II) , bonded to each 
other by needling. 

(I) comprises PET fibres, preconsolidated in a conventional 
manner having a wt . 

per unit are of 50-350 g/m2 coupled with a filament denier 
of 3-8 dtex; and 

(II) is a wet-laid staple fibre web having a wt per unit 
area of 30-60g/m2, and 

contains longitudinal reinforcing yarns made of a mineral 
material, pref . 
glass . 

USE - Carrier web for roofing and sealing webs. (3pp) 
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